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Product data sheet
Characteristics

MTN3115-0000
Two-circuit switch insert 1 pole, flush-mounted, 10
AX, AC 250 V, screwl. term.

Main
Range of product Merten inserts
Product or component type Rocker push-button
Device presentation Mechanism

Complementary
Switch function 2-circuits
Actuator Rocker
Device mounting Flush
Fixing mode By screws and claws
[Ue] rated operational voltage 250 V
Rated current 10 AX
Maximum switching current 10 A
Number of rocker 2
Material Metal

Plastic

Environment
IP degree of protection IP20
Environmental health and issues Halogen free

Offer Sustainability
Sustainable offer status Green Premium product
RoHS (date code: YYWW) Compliant  - since  0852  -  Schneider Electric declaration of conformity

Schneider Electric declaration of conformity

REACh Reference not containing SVHC above the threshold
Reference not containing SVHC above the threshold

Product environmental profile Available

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=62035072&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=check&pid=62035072&lang=en-us
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Available

Product end of life instructions Need no specific recycling operations

Contractual warranty
Warranty period 18 months

http://download.schneider-electric.com/files?p_Doc_Oid=2305303

